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All systems tested and listed by the appropriate agencies.
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 MAINLINE MODELS PERFORMANCE SERIESHeil 
Small Package 

Gas/Electric 
Dual Fuel 

Heat Pump 
Air Conditioner 

Comparison

†  This product has been designed and manufactured to meet ENERGY STAR® criteria for energy efficiency when matched with appropriate coil components. However, proper refrigerant charge and proper 
airflow are critical to achieve rated capacity and efficiency. Installation of the product should follow the manufacturer’s refrigerant charging and airflow instructions. Failure to confirm proper charge and 
airflow may reduce energy efficiency and shorten equipment life. Ask your contractor for details or visit www.energystar.gov.

�  Tin-coated copper evaporator coil and stainless steel heat exchanger (if applicable) are required to receive the No Hassle Replacement limited warranty and is indicated in the model number. See 
Warranty Certificate for details.

TIN-COATED  
COPPER 

EVAPORATOR  
COIL

HEAT EXCHANGER
Gas / Electric and 

Duel Fuel Only

REFRIGERANT

SEER RATING

HSPF RATING
Heat Pumps Only

AFUE RATING
Gas / Electric Only

NO HASSLE  
REPLACEMENT™ 

Limited Warranty
See footnote #1

HEAT  
EXCHANGER 
WARRANTY

See footnote #2

PARTS & 
COMPRESSOR  
WARRANTY

See footnote #2

COMPRESSOR  
*Two-Stage

HIGH EFFICIENCY 
ECM BLOWER 

MOTOR

DUAL FUEL

DEHUMIDIFICATION
CAPABILITY
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reserves the right to change specifications on its products without notice.  
Illustrations and photographs in this brochure are only representative. 
Some product models may vary.  


